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Product Bulletin

Analysis Test Method Typical Values Standard CofA

 Appearance Visual Clear & Bright 

Color ASTM D-1500 L0.5 

Viscosity SUS @ 100°F ASTM D-445 100-115 

Viscosity cSt @ 40°C ASTM D-445 19.0-22.0 

Viscosity cSt @100˚C ASTM D-445 4.1

Viscosity Index ASTM D-2270 105 (95 min) 

Gravity, API ASTM D-4052 34.0 

Specific Gravity 60/60˚F ASTM D-4052 0.855 

Density @60°F 7.119 

Flash Point, °F ASTM D-92 400˚F (390˚F min) 

Pour Point, °F ASTM D-97 7˚F (10˚F max) 

Aniline Point, °F ASTM D-611 230

Aromatics % max ASTM D-1319 <0.1 

Sulfur-ppm ASTM D-2622 1.0

Cold Crank (CCS), cP @ 
-25°C 

ASTM D-5293 1375 (1,500 max) 

Water, ppm ASTM D-6304 20 (50 max) 

Noack Volatility, w% ASTM D-5800 26.5

CAS Number is 64742-55-8: Hydrotreated Petroleum Distillate, Light Paraffin C15-30

Group II Base Oil
G2-100
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